Stepper yodel EZ4AXIS

M MRFIMNAN

Intelligent 4-axis Controller/Driver with

General Speciﬁcations Dual Encoder Feedback
Suppiy Input ...._..._............ 9-30V 4A Examples. Digikey part 102-133/-ND or -
62-1047-ND (enclosed) RN R R SRR AR e
Dimenstons................... 225" X 2.25" (67mm X 57mm) square, .6" (15mm) thick - RS K
Step Resolution/speed ... . ... 1/16 microstep; 59000 microsteps/second
Operaling Modes.................. PC controfled or standaione
PC Control ............... e Up to 16 controllers can be daisy-chained together.

Commugicalions Protocol ... USB and RS485. Direct USB and RS485
connections built in. Provision built in for future
addition of CAN protocol.

Controi Profocol................... Compatible with devices that use the Cavro DT or
OEM protocel. Can use EZCommander™ Windows
application or senal terminal program such as
HyperTerminal to issue ASCl fext-based commands.

Motor Compatibility ... R Typically compatible with any stepper motor that is 3" or
smaliler (size 23 or smaller). Quipuls can regulate to any motor
voltage via software commands.

Mating Connectors ........... ... éfgger:)l;ﬁ:' ggg ie/_{izegjsiecommended tools: Digikey A9982; or Lodel EZAAXIS actual size
Digital/Analog Interface . Accepts 10 opto-electronic or 12 mechanical switch inputs, Fur tapid woplenienlation: of mutli-axis slepper molut
of 4 mechanical switch inputs Also 12 ADC inputs. ADC inputs  S0lutions in producls requiring autemation. Controls four
accurate to 7 bits; can be modified to 10 bit {contact factory fuily independent slepper motors.
Signal Levels: <08V Viow; =2V Vhigh (TTL compatible). POEN  ENCHDERLHCIOR |

Threshold set at 1.23V; can be changed via programming

Optical swiich specifications: Transistor optical switch with
iIC> 1 mA @ 1F=20mA. Examples. Digikey QVA11134 or
H21A1; Honeywell HOA1887-012 or HOA1870-33 (prewired);
OP1EK OPB830W11 {prewired).

AV Quiput Current i <200mA (power availahle for encoders and sensors)
Encoder Interface ... ..._........ Max. freq. 4 MHz, 5V signals (3.3V upon special request)
Operating lemperature... ... .. =20 to 85 C $CB copper temperature

Relative Humidity.. ... ... 10% 1o 90% non condensing (operating and storage)

DIGITAL /O CONNECTOR

Mating connector:  AMP MTA 100 Series 8 pin, 26 GA, part 3.643815-8 Digikey part A31030.ND
e - - - POWER AND RS485 COMMUNICATION
1_| Switch input #2, AID input #2 10K 0 pullup 10 3 3V. Switch closdre i 10 ground. el B gl ek b o
2 | Swilch input #1, A/D input #1 10K O pullup fo 3.3V, Swilch closure s {o ground. " “
3 | Opto sensor #2 LED See Note 1. L | Fumciion
4 | Oplo sensor #2 input, A/D inpui #4, swilch | 10k O pullup to 3.3V. Switch ciosure is 10 ground. 1 | V+({external supply) +9-30V
5 | Opflo sensor #2 ground Common input greund 2 | GROUND
6 | Oplo Sensor#1 LED See Noie 1. 3 | RS485B
7 i Opto Sensor #1 input. A/D input #3, switch | 10K O puliup o 3.3V. Swilch ciosure is 10 ground. 4 | RS48A A
0 | Oplu sunisui #1 guound Cutiniaai inpul yivund -

MOTOR OUTPUT CONNECTORS (4)

Hating connector: AMP MTA 100 Series 4 pin, 22 GA, part

ENCODER CONNECTORS (2) : 3 643812 4 Digikey part A31108.ND
Mating connector: AMP MTA 100 Series 5 pin, 26 GA, pait 3-643815-5 Digikey part A31027-ND

= 2 Pin | Function
Pin | Function Nates

1 | around Ground for encoder 1| Motor A+

2 | index Input from encoder. High level must be 4.5V 2 | Molor A-

(axtarnal puliups may ba raquirad), ] Mntar Ri1

3 Chan A Input from encoder. See comment for Pin 2 4 Motar B

4 +5V (V+) Power e encoder

5 |ChanB input from encoder. See comment for Pin 2. MOTOR LIMIT CONNECTORS (4)

Mating connector: AMP MTA 100 Series 4 pin, 22 GA, part
3643813 4 Digikey part A31108-ND

POWER OUTPUT DRIVERS CONNECTOR e <y
Mating connector. AMP MTA 100 Sesies 4 pin, 22GA, pant 3-643313-4 Digikey pait A31108-ND
3 g 1 Upper Limit Power | Typically optical sensor LED.
Pin | Function Notes SeaNnle s,
Inid i F ! f
1. | SR Drverpd i) RN SOPRENT, 2 | Upbar Lanit In Uplical sensar/switeh o graund
2 | ONICFF Driver 2 (V3) 2A peak, 1A continyous > | onounn pleimis
> i sbeioills U'Mﬂ A b Hpstte — 4 Lower Limit Power | Typicaily optical sensor LED
4 ON/CFF Driver #1 (V#) 2A peak; 1A continuous See Note 1.
= il eal -
Note 1: Each LED sensor input inciudes a series 200 Q resistor to 5V. Resistor can be removed for sen- 2 Lower LIt Oplical sewsopswhch to ground
SOrS Needng direct access (o 5V Max current draw is <200mA. 6 [ GROUND Ground
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Mechanical Specifications
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See EZ4AXIS wiring diagram {on website}
for application details.
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PCB THICKNESS

+3.062" PCB THICKNESS
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tepper podel Ez4AXIS

intelligent 4-axis Controller/Driver with
Dual Encoder Feedback

MOTOR QUTPUTS.
TYPICAL

Key Features

= [ull-featured 4-axis position controller with power
drivers

Accepts dual encoders

Four independent 1A chopper (PWM) drives

9V to 30V 4A operation

1/16th microstep resolution

Up to 58000 microsleps/second

Pre-wired for oplo-switch and Limit inpuls

12 ADC inputs. Hall/branch on ADC value

RS232, RS485, or USB-based communications
Direct USB and RS485 connection built in

Industry standard communications protocol

Single 4-wire bus links up to 16 AllMotion products.
Standalone operation with no connection to a PC
12 digital in and two 1A power on/off drivers
Swilch-selectable device address
Software-selectable max. currenis

On-board EEPROM for user program slorage
Hold cuntesit auluroalically selecled upon mvve
completion

Homes to opto or switch closure with one command
Independent parameters for all axes (acceleration.
velocity, currents, efc.}

Fully programmable acceleration ramps and speeds

Ordering Information

Name Order Number
EZ4AXIS Stepper Controller/Driver. .. .. . LEZAAXIS
RS232 to RS485 Converter {(oplion)._..........cccoceee.... .RS485
RoHs-compiiant availabie on special order
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