Mitutoyo plan APO 10X
	Magnification
	10X 

	Numerical Aperture NA
	0.28 

	Working Distance (mm)
	33.5 

	Focal Length FL (mm)
	20 

	Resolving Power (μm)
	1.0 

	Depth of Focus (μm)
	3.5 

	Field of View, 24 Diameter Field Eyepiece (mm)
	2.4 

	Field of View, 18 Diameter Field Eyepiece (mm)
	1.8 

	Field of View, 2/3" Sensor (mm)
	0.88 x 0.66 

	Field of View, 1/2" Sensor (mm)
	0.64 x 0.48 

	Compatible Tube Lens 
	Focal Length: 200mm 

	Maximum Diameter (mm)
	34.0 

	Length excluding Threads (mm)
	61.5 

	Mounting Threads
	M26 x 36TPI 

	Weight (g)
	240 

	RoHS
	Exempt





	Type
	Diagonal (mm)
	Width (mm)
	Height (mm)
	Area (mm2)
	Stops (Area)
	Crop factor[25]

	1/4"
	4.00
	3.20
	2.40
	7.68
	-6.81
	10.81

	1/3"
	6.00
	4.80
	3.60
	17.30
	-5.64
	7.21

	1/2"
	8.00
	6.40
	4.80
	30.70
	-4.81
	5.41

	2/3" (Nokia Lumia 1020, Fujifilm X-S1, X20, XF1)
	11.00
	8.80
	6.60
	58.10
	-3.89
	3.93

	Standard 16mm Film Frame
	12.7
	10.26
	7.49
	76.85
	-3.49
	3.41

	1"
	16.00
	12.80
	9.60
	123
	-2.81
	2.70
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HPCAT
Camera – Panasonic WV GP474
	WV-CP474
Camera, SDII, 1/3" CCD Color 
DSP, Day/Night Operation, 
24V AC & 12V DC
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Lens Mount
CS-mount (supplied with C-mount adapter) 

Objective 20X, WD 32 (instead of 20), FOV = 400x600
Objectiev 10x, WD 38 (instead of 33), FOV = 800x1200
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